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Marker label, for marking groups of terminal blocks with the top marker groove at an angle of 45° e.
g. UK terminal blocks, snaps into the marker groove, the marker carrier can be tilted by 120° and is
labeled with EST 24 x 4 or ESL 24 x 4.

The illustration shows a
combination of versions AK-
DST-UK marker label and ESL
24 x 4 insert strips

Key commercial data
Packing unit 1

Minimum order quantity 50

Catalog page Page 339 (CL-2009)

GTIN

Custom tariff number 85389099

Country of origin GERMANY

Technical data

General
Color transparent

Inflammability class according to UL 94 V2

Ambient temperature (operation) -40 °C ... 100 °C

Components free from silicone and halogen

Material PA / PC

Classifications

eclass

eCl@ss 4.0 24190208

eCl@ss 4.1 24190208

eCl@ss 5.0 27149103

eCl@ss 5.1 27149103

eCl@ss 6.0 27141137

etim

ETIM 2.0 EC000761
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Classifications

etim
ETIM 3.0 EC000761

ETIM 4.0 EC000761

unspsc

UNSPSC 6.01 30211811

UNSPSC 7.0901 39121410

UNSPSC 11 39121410

UNSPSC 12.01 39121410

UNSPSC 13.2 39121410

Approvals

Certificates

Certification

GOST

Certification EX

Certification submitted

Approval details

GOST 

© Phoenix Contact 2012 - all rights reserved
http://www.phoenixcontact.com

https://www.phoenixcontact.com/us/produkte/1000708
https://www.phoenixcontact.com/us/produkte/1000708

