THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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ALLDIMENMSIONS ARE IN mm
P oant Class 2r Class BF & GF Wire Strip FPanduit Dig Index Mo . | PanduitDie IndexMNo. | Panduit Die Index N o.
Mumber Wire Size Wire Size Length ForClass 2r Wire ForClass 5F& B6Ff Wire | ForClass 5F & 6F Wire 12276 o 510 ix50 |a=£2.25 c 225 b+2.25 t
Circum ferential Dies Circumferential Dies MestllndentorDies
LCM D I0-00-0 MWmmz | === 12.5 P22 1 - | - 753 7.4 436 na 100 148 165 £.35
LEM D16-00-0 16 mm? W rmmé 16.0 P21 P21 P 23911 812 76O 550 4.5 E2.70 15.0 145 .40
LCMD25-00-0 2B mm? 16 mm? 1.5 P23 P21 P 231 885 10.40 7.4 1-5.0 70.50 20.0 2.20 £40
LCMD35-00-0 35 mm? 25 mm? 19.0 P29 P23 P 4212 32.5 oo g.20 1-?.5 7050 215 2.00 40
LEMDEO-00-% 50mm? 35 mm? 218 P37 P33 P 5012 94.5 13.00 9.80 20.3 E3.50 23.0 2.60 40
LCMD70-00-% Fo0mm? 50mm? 24.8 P45 P37 P 50I2 35.0 14.20 150 23.3 70.50 20.8 2.80 40
LM D 85-00% 95 mm? Flmmt 26.0 F&4 P45 P E2I4 ms.0 1650 13.50 24.5 7300 24.5 2.90 £40
LE M D120-00-x 120 mm? 95 mm? 26.0 FPE2 P&0 P 7614 1095 1860 1-5.20 24.5 7450 27.5 3.40 45
LC M D150-00-x 1-50 mom 120mm? 28.0 EE P 7614 118.5 2100 16.50 27.5 g3.00 30.5 4.30 £45
LC M D185-00-x 1B5 mm? ‘I-EDmrn2 28.7 r¥s 1 - P 7614 1215 23.00 1860 28.2 g3.00 3318 440 £50
LCMD240-00-5 240 mm? 1BSmm: 3E6.5 pe?r 1 - P a7id 1310 26.00 20.80 35.0 g5.00 37.5 5.20 £50
LCM D300-00-5 300 mm? 240mm?® 41.8 EEE I P10G{E 139.0 23.00 23.50 40.3 86.50 42.5 5.30 £55
LCMDx300-00-5 |  ----- 300mm® 4632 | e e P 3218 1515 33.00 26.20 44.9 94 .50 48.0 E.70 £55
LCh D400-00-5 400 mm2 | ----- 4E.3 R D e 1515 34.50 27.00 44.8 9450 43.5 750 +55
LCMD500-00-1 500mme | ----- 48 R e 1645 40.00 3100 4E.5 98.50 57.5 8.90 £55
LCMDE30-00-1 Balmm= | - 57.7 [ = e I R 1-?5.5 44.00 34.50 56.2 100.50 3.0 440 +8D

1. Material: High conductivity seamless copper tube.

2. Plating: Parts are annealed and tin plated.

3. Wire Type: Class 2r/5f & 6f Stranded Copper per DIN VDE 0295, IEC 60228 and HD 383.

4. UL Listed Wire Connector: Yes, for applications up to 35kv.

5. UL Temperature Rating: 0° C

Consult cable manufacturer for voltage stress relief instructions
with applications greater than 2000 volts.

6. C.S.A. Certified Wire Connector: Yes

(E® @

LISTED CERTIFIED
Wire Connector

7. Parts are CE and tested per EN 61238-1:2003/IEC 61238-1:2003 Class B, with Class 2r wire 10mm? - 240mm?2.

TITLE

METRIC LUGS - LCMD BLANK TONGUE
STANDARD BARREL
CUSTOMER DRAWING

ITEM REVISION NAME

13J059BD/01 m
DATASET FILE NAME n u I T
13J059BD-JC/01.SLDDRW
MATERIAL
REVISED | DIM: LCMD70-00 WAS 98.0 UNLESS QTHERWISE SPEC'F'.ED'
_ DIMENSIONAL TOLERANCES ARE: IN [mm]
01 | 6/14 |JHNU|TLCO| RGB | REVISED © DIM: LCMDS0-00 WAS 12.30 13J0598D-JC SEE NOTES
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